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Plastic figures, due to the material they are made 
from, require a specific assembly method.

01 The first thing we see when we open the box, is that the 
figures come disassembled and that the parts are grouped in 
sets that we call “sprues”. This is the usual way in which the 
plastic figures are presented. The first thing we do is to remove 
the parts of the figure we are going to work with, from the 
sprue. We use cutting pliers and try not to get close to the parts 
so as not to damage them. It is preferable to leave a portion of 
the sprue runner rather than to cut flush.
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As an example we will use the AK35015 set which includes 
four figures representing military and civil photographers from 
different periods, depicted in some commonly seen poses. 
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02 With the help of a blade we cut the excess plastic. If there 
are any burrs, we will remove them by scraping with the same 
blade or by soft sanding.

03 To join the different pieces it is recommended to use a 
plastic cement. We may use cyanoacrylate glue but the joint 
would be less resistant, while a plastic cement almost per-
manently merges the surfaces acting as a welding agent, as 
it dissolves the plastic. while a plastic cement almost perma-
nently merges the surfaces acting as a welding agent, as it 
dissolves the plastic. The method of use is simple. Apply the 
cement to the two parts to be joined, wait 7/8 seconds and join 
them by pressing lightly. The two parts will connect, forming 
a single piece.

04 Once we have the complete figure, we need 
to insert lengths of metal rod into the feet. 
This will help us to place it on a support 
that will facilitate the painting, as well as 
to fix it on the base or scene in which we 
will include it. 

We look for a drill that has the appropriate diameter for the 
scale and with the help of a drill (manual or electric), we drill 
a hole in each foot.
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06
05 We use a brass rod of the same diameter as the drill bit 
used. We insert it into the hole that had been previously filled 
with cyanoacrylate so that it adheres. Once the glue has dried, 
we cut the rod to the desired length.

Now we have our figure 
ready to prime and paint.


